Sheathing Technologies Inc.

Latex-Free

Storage and Transport for Scopes

For Infectious Control Needs
Scope storage and transport cover features:

« Breathable material allows residual
moisture to evaporate

* Protects scope from airborne
bacteria/debris after cleaning process

* Follow The Joint Commission standards
for covering scopes during transportation
and storage - including inside cabinets

« Comes gathered on applicator tube
for easy application

« Available in open and closed ended tips HAS%EE,AJS\EERED!

« Helps protect costly scopes

» Fully extends from tip to handle lengths
varying from 26 to 70 inches

« Made from our Latex-Free custom blended
polyurethane for extra lubrication

Also Available - TEE procedure covers
TEE ultrasound probe cover features:

« Minimizes insertion profile and artifacts
« Made from our Latex-Free custom blended
polyurethane for extra lubrication
* Protects costly TEE ultrasound transducer
* Prevents transducer deterioration from stomach acids
* Prevents cross-contamination for safety of patients and staff
« Saves up to 50% of time spent cleaning/disinfecting
« Comes gathered on applicator tube for quick & easy application

SHEATHING TECHNOLOGIES designs and manufactures the world's largest selection of ultrasound probe covers
for infectious control, including the only FDA-cleared viral barrier ultrasound probe covers.*

k%
US Toll Free Adhesive 3D Contour Seamless Vaginal Pre-gelled Kits'

800-873-3776
Canada & International
408-782-2720
For more information
http://www.sheathes.com
email: info@sheathes.com

**Kit Includes: Probe Cover, 20ml Sterile Gel, 2 Elastics, Wrapped in CSR Paper
1SO 13485:2012 Certified QMS Products distributed to Europe are c E Marked Sheathing Technologies, Inc. The SHEATHES Logo and the Sheathing Technologies name are a FET Sheathing Technologies, Inc.

*Viral Barrier 3D Seamless Polyurethane Ultrasound Probe Covers: in vitro testing shows that the probe cover provides a viral barrier from viruses 20nm in diameter or larger while the probe cover remains intact without leakage.
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